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Referencia : 42635

USB 2.0 Active Extension M/F 10.00m 4 Port LINDY (42635)

Fabricante : Lindy

The Lindy USB 2.0 Active Extension Hub uses built-in active
electronics to extend the cable length of up to four USB 2.0
devices by an additional 10m whilst continuing to support data
transfer rates of up to 480Mbps. With its USB A male and four
USB A female connectors it allows multiple Type A devices
such as storage devices, webcams and other Type A devices
to be connected at longer distances to PCs, laptops and
tablets, while also ensuring flexible positioning.  Up to 2 USB
2.0 Active Extension Hubs can be chained together to achieve
a distance of 20m.

• Extend the cable length of up to 4 USB 2.0 devices by 10m
• Supports USB 2.0 HighSpeed transfer rates of up to
480Mbps
• For even greater distances simply connect 2 USB 2.0 Active
Extension Hubs in series
• Plug & Play

The Lindy USB 2.0 Active Extension Hub is compatible with
all USB Type A equipped computers. With plug and play
functionality, it can be installed quickly and with minimum
fuss. It also features a DC socket for connecting an external
power supply (not included) when using USB peripherals
which have higher power requirements.

Technical details

• Connectors

• Connector A: USB Type A Male
• Connector B: 4 x USB Type A Female
• Power: 3.5/1.35mm DC Connector
• Housing Material: Plastic
• Connector Plating: Golden
• Pin Construction: Copper
• Pin Plating: Golden
• Dimensions (approx.) WxDxH:

LidertrÃ³nica, Lda. Tel:218161050 Fax:218161055  - lider@lidertronica.com                       PÃ¡g 1/4

http://lidertronica.com/catalog/index.php
mailto:lider@lidertronica.com


LID
ERTRÃ“N

IC
A - 

Um
 M

undo d
e A

ce
ss

Ã³ri
os p

ar
a I

nfo
rm

Ã¡ti
ca

          : Monday, 07 September 2026 

 > USB 2.0 Active Extension M/F 10.00m 4 Port LINDY (42635)

USB 2.0 Active Extension M/F 10.00m 4 Port LINDY (42635)

• USB A Male:12x38x8mm (0.47x1.5x0.31in)
• Hub: 35x63x13mm (1.38x2.48x0.51in) 
   

• Cable Construction

• Length:  10m (32.81ft)
• Standard: USB 2.0
• Colour: Transparent Grey
• Type: Round
• Jacket Diameter: 5mm (0.2in)
• Jacket Material: PVC
• Conductor Material: Tinned Copper
• Conductor Gauge: 28/24AWG
• Shielding: 65% Aluminium & Magnesium braid

• Specifications

• Supported Bandwidth: 480 Mbps
• Nominal Attenuation: -
• Minumum Bend Radius: 40mm (1.57in)
• Maximum Tensile Load: -
• Operating Temperature: 0Â°C - 40Â°C (32Â°F - 104Â°F)
• Storage Temperature: -20Â°C - 60Â°C (-4Â°F - 140Â°F)
• Transmission Medium: Twisted Pair
• Transmission Technology: USB 2.0

• Miscellaneous

• Packaging Type: Polybag
• Packaging Dimensions: 220x220x37mm (8.66x8.66x1.46in)
• Netto Weight: 0.318kg (0.7lb)
• Gross Weight: 0.334kg (0.74lb)
• Certificated: CE, FCC, RoHS, REACH & California
Proposition 65

• Packaging Content

• USB 2.0 Active Extension Hub
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 style="width: 17px; height: 17px;" alt="seta"

Para
ver a lista de todos os CABOS USB, clique  
 style="font-weight: bold; color: rgb(204, 0, 0);"
 href="index.php?cPath=47_91"
 target="_top">AQUI
 style="color: rgb(204, 0, 0);">.

 style="width: 17px; height: 17px;" alt="seta"

Para
ver a lista de todos os ADAPTADORES, clique  
 style="font-weight: bold; color: rgb(0, 153, 0);"
 href="index.php?cPath=49_65"
 target="_top">AQUI
 style="color: rgb(0, 153, 0);">.

 style="width: 17px; height: 17px;" alt="seta"

Para
ver a lista de todos os CONVERSORES USB, clique  
 style="font-weight: bold; color: rgb(51, 51, 255);"
 href="index.php?cPath=21_27"
 target="_top">AQUI
 style="color: rgb(51, 51, 255);">.

 style="width: 17px; height: 17px;" alt="seta"

Para
ver a lista de todos os CABOS, clique  
 style="font-weight: bold; color: rgb(153, 51, 153);"
 href="index.php?cPath=47â€•
 target="_top">AQUI
 style="color: rgb(153, 51, 153);">.

A conexÃ£o USB permite a ligaÃ§Ã£o de perifÃ©ricos, sem a
necessidade de desligar o computador. Actualmente, Ã©
talvez o tipo de ligaÃ§Ã£o mais usada, ligando desde
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impressoras, ratos e teclados, mÃ¡quinas industriais, entre
outros. 
Hoje em dia sÃ³ se fabricam perifÃ©ricos e cabos USB 2.0,
no entanto tambÃ©m existem 1.1, um tipo de ligaÃ§Ã£o mais
antiga e com menos velocidade, mas perfeitamente
compativel com 2.0.
O tipo de fichas mais comum Ã© o A e B, A no computador e
B numa impressora por exemplo. No entanto, tambÃ©m
existem algumas variaÃ§Ãµes destas ligaÃ§Ãµes, como
Macho e FÃªmea nas extensÃµes, e os Mini USBs para ligar
mÃ¡quinas fotogrÃ¡ficas.
O mÃ¡ximo de comprimento de cabo que o USB permite
sÃ£o 5 metros. A partir deste ponto implica uma perda de
sinal, chegando mesmo a extinguir-se. Para contornar este
problema, o ideal Ã© a utilizaÃ§Ã£o de extensÃµes
amplificadas, pois as mesmas possuem um amplificador na
ponta que dÃ¡ um novo impulso ao sinal.

Este artigo foi introduzido no catalogo online : Thursday, 29 July 2010
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