
LID
ERTRÃ“N

IC
A - 

Um
 M

undo d
e A

ce
ss

Ã³ri
os p

ar
a I

nfo
rm

Ã¡ti
ca

          : Sunday, 25 January 2026 

 > Cabo USB-C > iPhone/Lightning 2.0m LINDY (31317)

Cabo USB-C > iPhone/Lightning 2.0m LINDY (31317)

Referencia : 31317

Cabo USB-C > iPhone/Lightning 2.0m LINDY (31317)

Fabricante : Lindy

The USB Type C to Lightning cable is designed to connect
Apple devices like iPhones, iPads and iPods to your computer
or charger. This reversible cable allows charging and data
sync as well as featuring MFi certification for maximum
compatibility. Allows fast charging for your Apple devices
when used with a USB Type C Power Delivery charger.

• Charge, sync or transfer data from your Apple device
• Compatible with iPhones, iPads and other Apple devices
with Lightning connection
• Apple MFi-certified, uses the C94 Lightning connector
• Quickly charge mobile devices with Power Delivery 2.0

MFi Certified

This product has been certified under the Apple MFi
programme. Made for iPhone/iPad/iPod logos communicate
to customers that an electronic accessory has been designed
to connect specifically to iPhone, iPad or iPod, and has been
certified by the developer to meet Apple performance
standards.

Technical details

• Connectors

• Connector A: USB 2.0 Type C Male
• Connector B: Lightning C94 Male
• Housing Material: PVC
• Connector Plating: Nickel
• Pin Construction: Phosphor Bronze
• Pin Plating: Gold
• Dimensions (approx.) WxDxH:

• C: 42x12x6.4mm (1.65x0.47x0.25in)
• Lightning: 37.5x10.6x6mm (1.48x0.42x0.24in)  
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• Cable Construction

• Length: 2m
• Standard: USB 2.0
• Colour: White
• Type: Round
• Jacket Diameter: 3.5mm
• Jacket Material: PVC
• Conductor Material: Tinned Copper
• Conductor Gauge Power: 22AWG
• Conductor Gauge Data: 28AWG
• Shielding: Tinned Copper Braid

• Specifications

• Supported Bandwidth: 480Mbps
• Minimum Bend Radius: 35mm 
• Operating Temperature: 0Â°C - 40Â°C (32Â°F - 104Â°F)
• Storage Temperature: -10Â°C - 60Â°C (14Â°F - 140Â°F)

• Miscellaneous

• Packaging Type: Carton Box
• Certificated: CE, UKCA, RoHS, REACH, California
Proposition 65, MFi
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